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EZ-SA800 - shown with E-Z Heat Controller, Heated Surgery Bed and Surgery Station,
EX-IC Exhaust Cube, and Chamber Warmer

EZ-SA800 SINGLE ANIMAL SYSTEM
The E-Z Anesthesia Single Animal System is designed as an economical Specifications:
alternative when a simple, entry-level system is sufficient. Anesthetic: Isoflurane O - 5%
e Accommodates animals ranging in size from neonate mice to rabbits Sevoflurane O - 8%
¢ Designed for treatment of one animal at a time
¢ Oxygen flush purges induction chamber before removing animal
e Carry handle facilitates safe, easy transport of the unit Flow Rate: O - 4 LPM
¢ Both the induction chamber and breather can be used simultaneously Number of Outputs: 2

Carrier Gas: Oxygen or Air

EZ-SABS800 Base System
EZ-SA800 Base System Includes:
EZ-108SA Single Animal Anesthesia Machine
(1) Oxygen or Air Regulator
(1) EZ-103A Microflex Breather
(1) EZ-178 Sure-Seal Mouse/Rat Induction Chamber
(1) Case of ReFresh Charcoal Filters (8)
(1) EZ-320 Oxygen Regulator for ‘H* Tanks

Also includes mouse/rat nosecones, nosecone plugs,
plastic surgery bed, and all connecting tubes
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OPTIONAL ACCESSORIES

SURGERY BED STATIONS

Give your wrists a rest. The raised platform provides a convenient hand rest during surgery while the patient is
stabilized on the bed with sutures. This stainless steel surgery station allows for optimal lighting, suture tie downs,
and adjustable magnifying glass in one compact design. It is compatible with all of our E-Z Anesthesia® electrically
heated and non-heated plastic beds. Easy to clean.

EZ-SSFB EZ-SSFV EZ-SSXL

EX-IC EXHAUST CUBE

EX-IC70 The EX-IC70 features an internal blower
that captures waste gas from our vented
chamber and up to four breathing devices.
Calibrated specifically for small animal
anesthesia applications, the EX-C will safety
capture waste gas without pulling fresh gas
away from the animal. The device has the
standard 22mm exhaust port that can be
used with a charcoal filter or routed to a
fume hood.

Optional HB-163XL Heated Chamber
\Warmer available.
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